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MANUAL OF HYDROLOGY: PART 3. FLOOD-FLOW TECHNIQUES

FLOOD-FREQUENCY ANALYSES
By Tare DALRYMPLE

ABSTRACT

This report describes the method used by the U.S. Geological Survey to deter-
mine the magnitude and frequency of momentary peak discharges at any place
on a stream, whether a gaging-station record is available or not. The method
is applicable to a region of any size, as a river basin or a State, so long as the
region is hydrologically homogeneous.

The analysis provides two curves. The first expresses the flood discharge-
time relation, showing variation of peak discharge, expressed as a ratio to
the mean annual flood, with recurrence interval. The second relates the mean
annual flood to the size of drainage area alone, or to the size area and other
significant basin characteristics.

A frequency curve may be defined for any place in the region by use of
these two curves. The procedure is: (a) measure the drainage area and other
appropriate basin characteristics from maps; (b) from the second curve, select
the mean annual flood corresponding to the proper drainage area factors; (c)
from the first curve, select ratios of peak discharge to mean annual flood for
selected recurrence intervals, as 2, 10, 25, and 50 years; and (d) multiply
these ratios by the mean annual flood and plot the resulting discharges of
known frequency to define the frequency curve.

Two reports not previously given general circulation are included as sections
of this report. These are “Plotting Positions in Frequency Analysis” by W. B.
Langbein, and “Characteristics of Frequency Curves Based on a Theoretical
1,000-Year Record” by M. A. Benson.

INTRODUCTION

This report on flood-frequency analyses reflects work done by many
investigators. Of the Geological Survey investigators, special ac-
knowledgment is due to W. B. Langbein, who has made many con-
tributions to the techniques described. Acknowledgment is due also
to M. A. Benson of the Washington office staff, and to many others
in the field offices who helped prepare about 25 regional studies for
all parts of the United States.

Techniques used by the Surface Water Branch, Water Resources
Division, of the Geological Survey in making flood-frequency studies

1



2 MANUAL OF HYDROLOGY: FLOOD-FLOW TECHNIQUES

are described. The report incorporates material previously released
for official use only, as part of the Handbook for Hydrologists, chap-
ter 1, “Instructions for Flood Frequency Compilations,” revised Oc-
tober 1949, and chapter 8, “Flood Frequency Analyses,” revised May
1950.

Knowledge of the magnitude and probable frequency of recurrence
of floods is necessary to the proper design and location of structures
such as dams, bridges, culverts, levees, highways, waterworks, sewage-
disposal plants, and industrial buildings. An engineer often must
design a structure which may be damaged or destroyed by occasional
floods of varying magnitude. The frequency with which such dam-
age may occur must be considered in determining the size or strength
of the structure, its location, or the feasibility of building it at all.
The problem is an economic one, involving computation of the total
annual cost of maintaining a structure of a given design compared
to the cost for other designs.

Either overdesign or underdesign of structures involves excessive
costs on a long-time basis. The initial cost of a bridge that is de-
signed to pass only a 5-year flood may be small, but the cost of re-
building it at an average 5-year interval would be large. A bridge
at the same site which is built to pass the 100-year flood might be
extremely costly. Intermediate design would provide a bridge at
that site for the lowest average annual cost.

Knowledge of flood frequency is necessary also to flood insurance
and flood zoning, activities which are now considered on a broad
scale. Without such knowledge, these activities would be seriously
handicapped if not prohibited. Problems of flood insurance and
flood zoning are economically important and they make the develop-
ment of sound flood-frequency methods imperative.

The use of the flood-frequency method has met some criticism,
largely because it has been abused. The method has little place in
determining maximum limits of flood design, that is, “the maximum
possible flood.” With the ordinary streamflow record of 25-year
length, errors of sampling introduce large errors in judging the mag-
nitude of the greater floods.. However, if properly computed and
conservatively interpreted, flood-frequency analysis is a valuable
hydrologic tool. The subject attracts many students of hydrology
and it has benefited by their extensive writings.

Foster (1924) described the application of frequency curves to
engineering problems of the flexible skew-distribution curves devised
by Karl Pearson for frequency distributions of annual floods. The
fitting of these curves requires selection of type and calculation of
mean and coefficients of variation and skew. Fisher and Tippett
(1928) developed frequency distributions of maximum values, sub-
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sequently applied by Gumbel (1945a) to floods. Hazen (1930) pub-
lished a general treatise on the determination of frequency and mag-
nitude by the use of logarithmic skew-frequency curves.

Jarvis (1936) edited a comprehensive source book on flood fre-
quency containing chapters by Saville (p. 398420) on the methods
of Fuller, Foster, Hazen, Goodrich, and Slade; by Slade (p. 421-
432) giving an analysis of the errors inherent in calculations of the
mean, coefficient of variation, and the coefficient of skew with small
samples; by Horton (p. 433-450) presenting his integral-frequency
formula, in which flood magnitudes always continue to increase as
the recurrence interval increases, but they increase towards a finite
limit, not towards infinity; and by Bernard (p. 451-461), who dis-
cusses the determination of floodflow by the unit-hydrograph method.

Gumbel (1941) presented a paper on the return period of flood-
flows. Powell (1943) introduced the Gumbel method to engineers.
Kinnison and Colby (1945) correlated peak discharges with meas-
urable drainage-basin characteristics.

The viewpoints and theories expressed by these writers, although
instructive, have not always been consistent. Knowledge gained
from a study of these works of statisticians, hydrologists, and engi-
neers, plus what has been learned in the preparation of 24 statewide
or regional flood-frequency reports, has led to a method of analysis
that is presented in this report. The method reflects the latest devel-
opments based on a continuing study of the subject by engineers of
the Water Resources Division of the Geological Survey. The method
has been revised several times in recent years and probably will be
revised in the future. ‘

The discharge records collected by the Geological Survey and other
Federal, State, and private agencies at about 7,000 places in the
United States are the records upon which flood-frequency studies are
based. Most of the records are short and the sampling errors are
correspondingly large, or the records for different streams are for
different periods of time. Few records are for as long as 60 years,
and most are for less than 30 years. It is doubtful that a rigid
mathematical treatment is justified for such short records.

An important element in statistical analysis is the skewness of the
data; Slade (1936, p. 426) has aptly remarked “* * * that skewness
is never a truly significant characteristic when the sample from which
it is computed has less than about 140-items * * * and it is quite mean-
ingless to use this measure when there are 50 or fewer items.” The
hopelessness of obtaining excellent results by rigid application of
complex statistical analysis is obvious. For Geological Survey re-
ports only graphical definition of the frequency curve is contem-
plated.

540570 O -~ 60 = 2
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A curve based on a gaging-station record applies only to the site
of the station; generally the information is wanted for an ungaged
point. Investigations have been made of the possibilities of combin-
ing the flood data for all gaging stations in a drainage basin or a
larger region, and of relating the resulting flood-frequency function
to measurable characteristics of the drainage basin. This procedure
would, in the first instance, reduce the larger sampling errors and
in the second instance, give the data regional significance and so make
the flood-frequency studies applicable to ungaged areas. In general,
concern is with floods not exceeding 50- to 100-year recurrence inter-
vals, as these satisfy the needs of most engineering studies.

The ultimate objective of the analysis generally is to prepare a re-
gional flood-frequency report. First, an analysis must be made of
each gaging-station record, resulting in a frequency curve for the
station, and second, these station-frequency curves must be combined
to give results applicable to any stream in a region. The need is for
as many gaging-station records as possible, and each for as long a
period of time as possible. Records used in the analysis should not
be appreciably affected by works of man. The effect on floodflows
by works of man should be studied independently, and these effects
added to natural-flow frequency relations.

The regional flood-frequency method developed by the Geologlcal
Survey provides two basic curves. The first expresses the flood dis-
charge-time relation, showing variation of peak discharge, expressed
as a ratio to the mean annual flood, with recurrence interval. The
second relates the mean annual flood of the size of the drainage area
alone, or to the size and other significant basin characteristics. A
frequency curve may be defined for any place in the region by use
of these two curves.

Significant features of the flood-frequency method described in this
report are as follows:

1. It is concerned with momentary peak discharges.
2. Recurrence intervals are computed by the formula

r_m+D
m

3. Curves are fitted graphically.
4. The mean annual flood is defined as the flood having a recurrence
interval of 2.33 years.
5. A means is provided for computing flood frequencies of natural
flow on any stream, gaged or ungaged, in a region.
In addition to describing the Geological Survey’s flood-frequency
method, this report includes two sections on reports by Survey au-
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thors on related subjects; these reports have not been published
previously in a generally distributed journal. One of these reports,
“Plotting Positions in Frequency Analysis,” prepared in November
1954, by W. B. Langbein, gives a derivation of the formula adopted
for computing plotting positions. The other report, “Characteristics
of Frequency Curves Based on a Theoretical 1,000-Year Record” by
M. A. Benson, furnishes a measure of the reliability of the adopted
flood-frequency method.

FLOOD FREQUENCY AT A GAGING STATION

An analysis must be made of each gaging-station record before a
regional study can be started. Three kinds of flood-frequency curves
may be prepared: (a) discharge; (b) stage; and (c¢) volume. Dis-
charge-frequency curves are the most common; these are the basis
for the most often desired regional reports. Stage-frequency curves
apply only to one gage and therefore are not suitable for regional
treatment ; these are basic to flood-insurance and flood-zoning prob-
lems. Volume-frequency curves, with proper caution, may be re-
gionalized, and are useful in the study of water supply and storage
requirements. This report is concerned mostly with discharge-fre-
quency analysis, although the same techniques may be applicable to
stage and volume analyses.

The time scale for frequency curves is the recurrence interval.
This term is defined as the average interval of time within which a
flood of a given magnitude will be equaled or exceeded once. A flood
having a recurrence interval of 10 years is one that has a 10 percent .
chance of recurring in any year; likewise a 50-year flood has a 2
percent chance, and a 100-year flood has a 1 percent chance of re-
curring in any year.

TWO KINDS OF FLOOD SERIES

Two methods of treating flood data for studying the frequency of
floods are in common use. The first is the annual-flood array and the
second is the partial-duration series. Although most analysts take a
tolerant view, a few are active protagonists for one method as against
the other. The differences are largely a matter of definition.

ANNUAL FLOODS

An annual flood is defined as the highest mometary peak discharge
in a water year. The use of only one flood in each year is the most
frequent objection to the use of annual floods. Infrequently, the
second highest flood in a given year, which is omitted in the above
definition, may outrank many annual floods.
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PARTIAL-DURATION SERIES

The objection noted under annual floods is resolved by listing all
floods that are greater than a selected base without regard to number
within any given time period. The base is generally selected as equal
to the lowest annual flood so that at least one flood in each year is
included, however, in a long record, the base is generally raised so
that on the average only 3 or 4 floods a year are included. The only
other criterion followed in selecting the floods is that each peak be
individual; that is, be separated by substantial recession in stage and
discharge.

An objection to the use of the partial-flood series is that the floods
listed may not be fully independent events; closely consecutive flood
peaks may actually be one flood.

The greater number of floods listed in the partial-duration series
might be an advantage, particularly if the record is short. However,
most of the additional floods are of low discharge and plot where
the curve is well defined; the high-discharge floods are generally
identical with those in the annual-flood series.

RELATION BETWEEN THE TWO SERIES

A definite relation between values in the two series exists (Lang-
bein, 1949; Chow, 1950). The following table shows comparative
values of recurrence intervals by the two methods:

Recurrencs intervals in years

Partial-dura-
tion series  Annual floods
0.5 1. 16
1.0 1. 58
1. 45 2. 00
2.0 2. 54
50 5. 52
10 10. 5
20 20. 5
50 50. 5
100 100. 5

There is distinction in meaning between the recurrence interval of
these floods. In the annual-flood series the recurrence interval is the
average interval in which a flood of given size will recur as an annual
maximum. In the partial-duration series, the recurrence interval is
the average interval between floods of a given size regardless of their
relation to the year or any other period of time. This distinction
remains, although for large floods the two approach numerical
equality.

The simplicity of the annual flood method is an attractive statisti-
cal feature, and this method is used by the Geological Survey. Where
a frequency curve derived from the partial-duration series is desired,
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an annual flood curve is prepared and converted to the partial-dura-
tion series by the relation expressed in the preceding table.

FLOOD-FREQUENCY CURVES

Three kinds of flood-frequency curves may be prepared from gag-
ing-station records. These are: (a) discharge curves, derived from
momentary peak rates of flow; (b) stage curves, relating momentary
peak stages to time; and (c) volume curves, relating time to the
maximum 1-day, 2-day, 5-day, 10-day, or other-day, discharge.

DISCHARGE CURVES

Discharge-frequency curves are the most common and their prepa-
ration will be described in detail. Discharge curves derived from
gaging-station records are the basis for establishing regional rela-
tion; this subject will be treated in another section of this report.

STAGE CURVES

Where it is necessary to compute frequencies of stage occurrence
for purposes of prediction, thought must be given to the nature of the
stage-discharge relation. If the stage-discharge relation has re-
mained virtually stable throughout the period of record, frequencies
can either be computed directly from stages, or can be computed
from discharges first, then transformed to stages by means of the
stage-discharge relation. If there has been shifting of the stage-dis-
charge relation, past stages may have little connection with expected
stages. In such case it may be best to assume the most recent stage-
discharge relation will hold in the future. After frequencies for
discharge are computed, they can be transformed to stage by means
of the most recent rating. Sandy channels may shift frequently. If
the shifting is entirely random, it is necessary to work on the basis
of past stages alone. However, if such shifting is in one direction,
either a successive aggradation or degradation of the channel, then
the best approach is to compute first the discharge frequencies, and
to transform to stage by means of an assumed stage-discharge rela-
tion based on the previous trend. Frequencies based on such assump-
tions would be valid only for a definite period of time, and would
have to be revised periodically.

Ice-affected streams involve other problems yet unsolved. If peaks
due to ice jams are among the events included in an array of high
stages, it is not possible to transform from discharge to stage fre-
quencies. If a stream has either a constant stage-discharge relation
or frequent random shifts, a stage-frequency study can be made
based on stages alone. Where the stage-discharge relation is not con-
stant, but shifting either progressively or at infrequent intervals,
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some method must be devised which treats the effects of ice jams
separately, then combines the resultant frequencies.

FLOOD-VOLUME CURVES

There are certain problems in which flood volumes are of as great
concern as flood peaks. These problems involve reservoir design,
where it is desired to provide a measure of flood-control storage. The
frequency of flood volume can be determined by the same method as
the frequency of flood peaks. An example is given using the anual-
flood method.

LISTING OF DATA

A form (Survey form 9-179) has been prepared for listing data,
and is reproduced as figure 1. Columns 1-4 of this form should be
filled in when data are listed. Column 1 is the water year; list the
year as “1956” not “1955-56" for the year ending September 30, 1956.
Show dates in column 2 as “Nov. 14, 1956” or “June 19, 1957”; and
show the calendar year to avoid any chance for mistake when re-
cording peaks occurring during months of October, November, and
December. List the gage height in column 3 and the discharge in
column 4; a dash in the discharge column, as shown for the February
26, 1941 peak, indicates the discharge was less than the base.

A horizontal line should be shown across: (a) column 1 if there
is a break in the record; (b) column 3 where there has been a change
in datum and gage heights have not been adjusted to one datum;
(c) column 4 if a change in location of gage has affected the stage-
discharge relation; and (d) columns 1-4 where both gage heights and
discharges are not exactly comparable, as when records for two ad-
jacent stations are combined.

ANNUAL-FLOOD PEAKS

List all complete years of record. No selection should be made of
part of a record to be used except to the extent of using the largest
continuous period or using great historical floods.

If an annual peak may have occurred while the recorder was out
of operation, make an estimate of the peak discharge, if at all possi-
ble. Do not omit any years during the period of record.

A record may begin in April a few days before a large flood which
is not exceeded for the remainder of the year and examination of
adjacent station records indicates that there was little flood activity
prior to the April flood. The recorded flood may then be accepted
as an annual flood.

Fragmentary historical flood data should be listed. Data of this
kind may prove to be valuable, and should be obtained wherever
possible.
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............ July 18,1940 15, «A 470 41| T4
A34[\Eab. 26,19¢(| 17.95| .= Ice_jam
| Sapt B, 194 17,75 €,330 12| 17521 .92 . T .
1942\ Mar. 4, 1942| |5.50| 4530 (7| 124\ 38| lso)
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. nr/a, 1957| 13.82| 5,740 46 41
957\ 13.38| 3 520 50| . ...38
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Shoot . 2. of ... Listedby Tl ... Datek/21/58 Cheoked by .. AW Date 6258

V. 5. SOVERNRINT PRINTING OFFICE  10—STEB-S

FiGure 1.—Flood data listing.

Floods are to be listed in chronologic order. Peak stages and dis-
charges are both to be listed. The peak stages should be those of
the stream, that is, on outside gage and not necessarily on inside gage
unless data show the stages to be reasonably the same. Peaks only
are included in this table. Daily discharges are excluded although
previous reports (Jarvis, 1936) show daily discharges almost exclu-
sively; that situation probably reflected the practice adopted by pri-
vate practitioners to whom only daily discharges were available.
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Special effort should be made to determine flood peaks from the
original observations or graphs except possibly on large rivers where
the daily discharges and the peaks are about the same.

Stages are included for their own intrinsic value and to enable
comparison with discharges a test of consistency of the record. Flood
stages in many places are more useful than discharges, especially
where it is desirable to place valuable property above flood levels of
specified recurrence interval.

For streams with loop ratings, or those subject to rate of change,
or backwater or ice effects, peak stages are not concurrent with peak
discharges. For such streams peak stages should be listed independ-
ently of peak discharges. For areas where ice is a factor add a
column showing ice effect in feet, for each peak listed (Prior, 1949,
p. 12).

List the highest observed peak in each water year in chronologic
order. The list of annual flood peaks will not necessarily be the same
as the yearly maximums published in the annual water-supply pa-
pers. Where maximums are shown which occur near the end or the
beginning of a water year, examine them, first to see whether they
represent peaks, and second to see that they are included only once
in the list of peaks.

For example, on the Suwanee River at White Springs, Fla., the
maximum discharge for the 1907 water year was not a peak—it
occurred on a rising stage at 12 p.m., September 30. The peak of
this rise came 4 days later on October 4. Use the highest peak during
the year, that of August 2425, 1907, in the list of annual flood peaks,
although the discharge is less than the maximum yearly. The
peak of October 4 is surpassed by that of January 1-2 in the 1908
water year, and so is not included. For this same station, the maxi-
mum discharge for both the 1928 and the 1929 water years occurred
on the same rise, the peak of which lasted through September 30
and October 1, 1928, at the turn of the water year. In a listing of
annual peak discharges, do not include this peak twice. The peak
for April 30, 1928, which is the largest peak, should be included
except the one for September 30-October 1, in the 2 water years,
and exclude a listing of that for September 30, 1928. The September
30—October 1 peak is assigned to the 1929 water year to include the
April 30, 1928 peak which was the second highest in the 2 water
years.

PARTIAL-DURATION SERIES PEAKS

For partial-duration series, list all peaks in which the discharge
exceeds a chosen base discharge, regardless of the number of peaks
occurring in a year. Peak discharges, other than the annual maxi-
mum, for many gaging stations are published in the annual series
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of water-supply papers that present gaging-station data. The base

for listing flood peaks for the frequency-report tabulations should

be the same as that for listing flood peaks in the annual reports.

Rules taken from instructions for preparation of annual reports are

given below:

1. Generally, list peaks for all stations for which a recording-gage
record 1s available.

2. List peaks for nonrecording-gage stations if the frequency of
gage readings is such that reasonably accurate graphs can be
drawn.

3. Do not list peaks for canals, ditches, drains, or any stream where
the peaks are subject to substantial control by man. For sta-
tions that are affected by a few or minor manmade regulation,
either list all the peaks, regardless of whether some may be
affected by regulation, or list none at all.

4. Omit peaks for stations where the record is incomplete and where
peaks above the base may have occurred during the period of
nonoperation. If, however, the period of nonoperation was
one of low flow with no possibility of any floods, the list of
peaks can be shown exactly like any complete-year station.

5. Omit peaks for streams where the crests are so flat that the
peaks generally are either the same as the daily mean discharge
or exceed it by such a small amount that the daily mean dis-
charge for all practical purposes is the same as the peak. If
the peaks, in general, do not exceed the daily mean by more
than 5 percent, list none although an occasional peak may sub-
stantially exceed the daily mean.

For those stations for which peak discharge will be published, the
following rules should be used for determining which peaks to pub-
lish and in what form to publish them:

1. Publish all peaks for which discharge equals or exceeds a chosen
base discharge, regardless of the number of peaks occurring in
a year. The gage height corresponding to the peak discharge
will also be given. The number of peaks should average about
three per year if the base is chosen properly. (Suggestions for
selecting the base discharge are given on page 12.)

2. Indicate the selected base in the manuscript and in the published
reports each year so that the user of the record will know what
the base is at each station for which peaks are published.

3. Publish only the highest peak of 2 or more occurring within 48
hours of each other, unless it is probable that the peaks in that
period are independent, a condition which will occur at times
on some streams. The peaks are independent if the hydro-
graph recedes to well-defined troughs as defined in paragraph
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4. List only the first, if 2 dependent peaks occurring within
48 hours of each other happen to be equal.

4. Do not publish a peak unless the discharge of the trough between
it and the adjacent higher peak is 25 percent or more below
the discharge of the lower peak.

5. Publish for periods of diurnal peaks caused by snowmelt, only
the highest occurring during each distincet period of melting
regardless of the fact that other peaks may fulfill the preceding
requirements.

6. List all maximum annual peaks, although they may be less than
the base discharge.

7. At recording-gage stations peaks may occur while the recorder
is out of operation, also peaks sometimes occur during ice-
affected periods. It would be misleading to exclude mention
of peaks that otherwise fit the criteria because complete data
are lacking. In such cases, estimates must be made or the
whole year eliminated.

Criteria for selecting base discharge.—The following instructions
for selecting the base discharge are followed in the preparation of
annual reports.

1. For stations for which flood-frequency data have been compiled,
use the same base if it has been found satisfactory. A dis-
charge that is exceeded on an average of three times per year
is low enough.

2. For stations with records of more than 5 years but for which no
flood-frequency data have been compiled, list the annual flood
peaks, compute their recurrence interval, and choose as the base
a discharge whose recurrence interval is 1.15 years.

3. For stations with records of 5 years or less, select a base guided
by judgment and by comparison with other stations. The base
selected can be modified as more data become available. A base
should be selected that is a little low so that if it does become
necessary to change the base, a higher one can be selected.

4. Changes in the base are not desirable; after once selecting a base
retain it unless it proves entirely unsatisfactory. A revision
upward in base does not affect the continuity of the array of
peaks above the new base. However, a revision downward in
the base means that all the lists of peaks above the higher base
as previously published are incomplete so far as the new base
is concerned.

FLOOD VOLUMES

Flood-volume data may be listed on a standard computation form
(Survey form 9-230) or other snitable form. Separate lists should
be prepared of the maximum 1-day discharge, maximum 2-day (con-
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secutive) discharge, 3-day, 4-day, 5-day, 7-day, 10-day, 15-day, or

other period, discharge in each water year. A tabulation of flood

volumes for Licking River at Toboso, Ohio, is presented as figure 2.

HISTORICAL DATA

Historical floods provide probably the most effective data available
on which to base flood-frequency determinations, and where the data

are reliable this information should be given the greatest weight in
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constructing the flood-frequency graph. Effort should be expended
to search out historical data from newspapers, local historical society
records, local history reports and other sources.

Historical data are particularly valuable where there is an account
of all floods, above a certain stage, over a long period antedating
the beginning of stream gaging. The minimum or base stage is the
stage where damage begins or threatens. A list of historical floods
is of the nature of a partial-duration series above a high base, but
because there is generally only 1 flood of such magnitude in any 1
year, it may also be viewed as a partial list of annual floods. Where
there is only one historical flood, the “maximum known,” the base is
the same as the flood.

An example of historical floods above a base is given by the record
for the Susquehanna River at Harrisburg, Pa., where floods above
18.0 feet date from 1786 (Benson, 1950). If combined with the con-
tinuous record obtained in recent years, a period of record for 172
years is available.

A good example of the use made of newspaper sources for histori-
cal information is given by Woolley (1946). Most flood reports
published by the Geological Survey contain data on historical floods;
the report by Grover (1937) has information dating back to 1639.

Much historical information has been obtained in some areas, and
incorporated in the annual reports on streamflow. (See reports on
“Surface Water Supply of the United States, part 8, Western Gulf
of Mexico Basins.”) Examples are: (a) San Antonio River at San
Antonio, Tex. (gaging-station record began 1915), “Maximum stage
known since at least 1819, that of Sept. 10, 1921; flood of July 5,
1819, equalled or exceeded that of Sept. 10, 1921.”; and (b) Nueces
River below Uvalde, Tex. (gaging-station record began 1939), “Max-
imum stage known since at least 1836, 40.4 ft June 14, 1935, from
floodmarks (discharge, 616,000 cfs, by slope-area measurement at for-

mer site.)” The value of such information in a flood-frequency study
is obvious.

PLOTTING POSITIONS

The analysis of a series of flood data starts with a listing of the
peaks under consideration; for example, all the annual peaks at a
gaging station. These are ranked according to magnitude, custom-
arily starting with the highest as 1 (col. 5, fig. 1). Some measure of
frequency must then be computed so that a “plotting position” is
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obtained for the frequency scale. This plotting position is in terms
of years. The objective of the frequency analysis is to determine
the magnitude of the flood which will be equaled or exceeded once
in a specified period of years; this specified period of years is known
as the recurrence interval.

Based on considerations of probability, several methods have been
used to compute the recurrence interval.

METHODS
“California” method.—This is the simplest form of computation,

in which the recurrence interval, T,:—b, where n is the number of
m

years of record and m is the rank starting with the highest as 1.
(See Calif. Dept. Public Works, 1923; Jarvis and others, 1936). A
minor objection to this method. where considering the probability of
the event, is the reciprocal of the recurrence interval. The prob-
ability of the lowest flood occurring is computed as 1, which pre-
cludes the occurrence of any flood lower than this (such a point
could not be plotted on probability paper). Also, this method gives
no weight to the probability that the highest flood of record has a
recurrence interval of something over n years.

Hozen method—Hazen (1930) computed the “return period,”
2n

T,, as Bm1) " This equation results in a recurrence interval of 2n
for the highest flood of record, which is an artificial lengthening of
the period of record.

Gumbel method—The theoretical plotting by Gumbel (1945a) is
based on the assumption that the observed mth value is the most
probable, or modal, value of this rank of flood. Its return period is
therefore skewed towards the mode of the theoretical distribution.

The Gumbel theory does not apply strictly to floods for the follow-
ing reasons:

1. Tt is assumed that the same treatment derived for daily discharges
can be applied to peaks.

2. The daily discharges are not independent events.

2. The 365 daily discharges in a year do not constitute a “large”
number as predicated by the theory.

4. The annual peaks under consideration do not come from the same
statistical population. Some peaks are caused by ordinary sea-
sonal rains, some by snowmelt, others by hurricane conditions.
Entirely different physical factors influence each type. There-
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fore, although other considerations fitted the assumptions, the
different peaks at one station would not lie on a straight line.

In spite of this, the Gumbel plotting has some value because in
certain ranges, particularly the low range, the frequency curve tends
towards a straight line, so that an index flood chosen in that range
is better defined.

Beard method.—This method (Beard, 1952) is based on the assump-
tion that the mth value is the median value of this rank of flood, or
that the probability of this value occurring is 50 percent.

Geological Survey method.—The formula used by the Geological
Survey is:

) n+1

m
where
T=recurrence interval, in years
n=number of years of record, and
m=magnitude of flood, the highest being 1.

This formula gives essentially the same results as Gumbel’s com-
puted values, and is much simpler to use. It has been adopted by
Gumbel and by many adherents of his theories. (Gumbel, 1945b;
Chow, 1953; Velz, 1952.) An explanation of the derivation of the
formula is given by Langbein. (See p. 48.)

Recurrence intervals computed by this formula give results similar
to those computed by the California method, but lack the theoretical
deficiencies of the latter. For example, consider a record to contain
20 floods, numbered from 1 for the highest to 20 for the lowest. The
California method would consider that the highest flood would be
equaled or exceeded %50, or 5 percent, of the time, a logical procedure.
But suppose the numbering is reversed, then all floods will be equal
to or less than the highest 2%, or 100 percent of the time. Obviously
the sum of the percentages that a flood can occur, be exceeded, or
fallen short of, must be equal to 100. The Survey method shows the
highest flood equaled or exceeded, %, or 4.76 percent of the time, and
that all floods are equal to or less than the highest 2%; or 95.24 per-
cent of the time. Thus it shows that a flood can occur, be exceeded,
or fallen short of 100 percent of the time (Cross, 1946, p. 17).

The formula adopted by the Survey is simple to compute, is ap-
plicable both to annual flood data and to the partial-duration series,
and gives results that acceptably conform with some of the latest
theories.

PLOTTING HISTORICAL DATA

In computing plotting positions by any formula there are times
when the computations must be modified. For example, the highest
flood of a 40-year record should not always have a recurrence inter-
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val of 41 years. There is frequently additional historical knowledge

which might indicate, for example, that the highest flood in a 40-year

record is the highest in 300 years. Its plotting position should then
be computed as though it were the highest in a series of 300 items
or as 301 instead of 41 years. The second flood (in 40 years) would
then be computed as usual.

Plotting positions for historical floods may be computed for three
cases:

1. Where there is one historical flood, higher than any for the period
of record, with no intimation of what may have occurred be-
tween the date of the historical flood and the beginning of the
record except that the historical flood is higher than any other
flood known. In this case, the recurrence interval of the his-
torical flood should be recorded as equal to one plus the period
for which it is the greatest. An example of this is the 1876
flood, listed in figure 1.

2. Where there is one historical flood known to be the highest until
a greater flood occurs during the period of record. As an
example, assume a discharge of 1,000 cfs occurred in 1863 and
that the record began in 1923 ; the 1863 flood was the “maximum
known” until 1938 when a discharge of 2,000 cfs was recorded.

Plotting positions, up to and including the 1957 flood

Floods Formula Years Eﬁmﬁfg
Maximum flood in 1863-1957______________ &lﬂ 96 2, 000
2d highest in 1863-1957. __________________ i 48 1, 000
2d highest in 1923-57. . __________________ i 18 800
3d highest in 1923-57_____________________ il 12 600
35th highest in 1923-57.__________________ Cian 1.03 100

3. Where there is a historical record of all floods above a high base,
as above “bankful” stage, and it may be assumed that lesser
floods follow the same distribution as for period of record.
Order numbers, and recurrence intervals, for annual floods for
the period of record can be adjusted to the longer period for
which historical data are available by a method described by
Benson (1950). The general formula for the transformed or-
der numbers is:
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m=A+ 24 (m—4)
where

m=order number, where the highest flood is 1, the second highest 2,
and, for all floods both those for period of record and those from the
historical record;

m,=order number of floods below base of historical record, adjusted
to the time base of the historical record;

A=the number of annual floods equalling or exceeding the lowest
historical flood;

H=the length of the historical record, in years; and

T=the total number of items, historical and recent, in the array.

To illustrate, assume the same record as shown for example 2.
There would be a total of 36 items (1863, 1923-57). Of these, the
first 2 are above the base of 1,000 cfs and are the 2 highest in 95 years
of record (1863-1957). The other 93 years of record since 1863,
excluding these 2, are below 1,000 cfs. The other 34 items of known
record below 1,000 cfs are assumed to represent the distribution of
frequencies during the 93 years below 1,000 cfs. Each of the 34 years
are considered equal to 93/34 or 2.735 years of recofd. The trans-
formed orders of all items after the first two are therefore computed
by the formula m;=2+493/34(m—2). The order of the last item is
95, and the total array now represents the frequency distribution in 95
years of record. The recurrence intervals for all 36 items are com-
(95+1)

m,

puted by using the formula

Plotting positions

Year Discharge T
(cfs; (years)
m m-2 m

1938 L . 2, 000
1863 _ .. 1, 000
800
600
100 3

(=21 Ll S
S o~
(=2 ]
~JH
— D P D
=Noo
COWOO

An example for a record beginning in 1786 and continuous since
1874 (Susquehanna River at Harrisburg, Pa.) is given by Benson
(1950).
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PLOTTING PAPER

For the general purposes of flood-frequency graphs, the kind of
graduations on the paper is not important. However uniformity is
desirable, and if a choice is to be made, the chart based on the theory
of largest values has much to offer. A time scale has been devised by
Powell (1943) that tends to make the frequency curve plot as a straight
line. The equation for the time graduation is:
where

y=—log, |:—10g,(1 ——%)]
y=a linear distance

T=recurrence interval.

The zero value of ¥ occurs at 7=1.582, and other values must be
measured from this zero point.

Values of T and y
(Powell, 1943)

T v T v
1.01 —1. 53 5.0 1. 50
1. 05 —1.10 10 2. 25
1. 25 —. 48 20 2. 97
1. 67 .09 25 3. 20
2. 00 .37 50 3.90
2. 33 58 100 4. 60
2. 50 . 67 200 5. 30
3. 33 1.03 500 6. 21
4. 00 1. 25 1, 000 6. 91

These values of 7' and ¥ may be used to prepare plotting paper;
generally recurrence intervals are measured along the horizontal axis.
The y values may be measured in inches, or in inches times a constant
to adjust to different sizes of paper.

Two discharge scales are used for plotting annual floods, one rec-
tangular and the other logarithmic. Standard Survey forms have
been printed for each of these two scales; these are not available gen-
erally. Survey form 9-179a is to rectangular ordinate scale and
form 9-179b is to logarithmic ordinate scale; these are designed so
that the time scale may be extended by attaching standard 3-inch
logarithmic graph paper.

Annual flood peaks are plotted to either rectangular or logarithmic
discharge scales, whichever provides the nearest to a straight-line
plot. (A sample of these forms, giving examples of data plotted to
both scales, is shown on figures 3 and 4.) See pages 22, 23.

For partigl-duration series plots, 3-cycle semilog graph paper gen-
erally is used. The linear scale (ordinate) is used for the discharge

540570 O ~ 60 ~ 4
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data and the logarithmic scale (abscissa) for recurrence interval.
(A duration-series form giving an example of a data plot, is shown
on figure 5.) See page 24.

FITTING FREQUENCY GRAPHS

When a frequency diagram is plotted there is a need for fitting a
curve to the data. The fact that most streamflow records are less
than 25 years in length does not, however, satisfy the demand for
estimates of long-term destructive floods. The tendency is to use the
frequency graph for purposes of extrapolation; this tendency cannot
be encouraged. The linear distance from 25 to 200 years seems very
short on most graphs, but extrapolation can only be justified when
the phenomena have been proven to conform to underlying law. The
error of a curve fitted by whatever method may be extremely great
at its outer end. Since no known fitted curve can serve any use in
extrapolation, its main purpose would be merely to provide a smooth-
ing or interpolation formula. The value of an analytically fitted
function therefore seems doubtful.

Many distrust any method that allows for personal judgment and
prefer a mathematical fitting of curves. In order to use mathematics,
it is first necessary to know the mathematical law to which flood data
must conform—such a law has never been demonstrated. The many
studies of flood-frequency relations made so far have failed to define
a specific distribution that is typical of all locations.

Again, the use of a least-squares method of fitting a straight line
to flood data may lead to absurd results, because of the neglect of
hydrologic factors. A good example of this is the short period of
record containing a high flood—the single high flood may outweigh
all other floods and lead to a straight line which is away from any
of the plotted points. In such a case, although the lines drawn graph-
ically by a number of men might vary, each would be better than a
mathematically fitted line. A method is not better because it leads
to uniform answers, if those answers are uniformly wrong.

Only graphical treatment is contemplated for Survey reports. The
several plotted points should be indicated by circles.

Unless a very long record is being analysed, as at major stations
on large rivers, it is not advisable, except in an emergency, to prepare
a frequency curve derived from a single station. The array of peaks
at any one station is a random sample, and, as such, may be far differ-
ent in character, particularly in a short record, from those of nearby
stations of otherwise like characteristics. Flood frequencies should
be generalized and related to a common period of record where pos-
sible. Frequency characteristics of individual stations should then
be based on or related to these generalized frequency curves.
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For certain engineering applications, where single station analysis
only is done, a simple curve of best fit may be drawn. The recur-
rence interval for the highest flood is doubtful, and those next high-
est probably decreasingly so, hence the topmost points cannot always
be used directly in drawing the curve. The design of the plotting
paper tends to straighten out the shape of the frequency curves, but,
with the above exception, the base data remains the best indication
of the shape.

If it becomes necessary to extrapolate any appreciable distance
beyond the extent of the usable data, then methods other than mere
extension of a curve become necessary. These methods might include
study of the ratios of the 25- or 50-year flood to the mean annual flood
at several long-term stations. They might include a compilation and
graphing of extreme discharges in an area, plotting discharge against
drainage area. From an envelope curve for such data, to which some
frequency might be assigned, based on composite length of experi-
ence or frequencies attributed to some of the data, a figure might be
obtained which could be used either as a point towards which to ex-
tend the curve or as a value which it might approach asymptotically.

Examples of frequency curves based on the annual flood series,
plotted to both rectangular and logarithmic scales, and the partial-
duration series, plotted to semilogarithmic scales, are presented as
figures 3, 4, and 5, respectively.

An example of volume-frequency curves, plotted from data of fig-
ure 2 is presented as figure 6.

SINGLE-STATION ANALYSIS

The foregoing discussion on methods of frequency analysis applies
to the analysis of the records at an individual site. The results of
such a study represent an exact description of what has happened
at the site in the past, for some definite period of time.

However, the purpose of frequency analysis is generally the pre-
diction of what will happen in the future. In using past records to
predict the future, it must be assumed that there is no change in the
nature of the factors causing floods. The past record is then con-
sidered a sample of the total statistical population consisting of past
and future floods. However, when used for predicting the future,
the sample must be considered as only an approximation, because
all samples may vary from the group as a whole. The extent of the
variation, that is, the probability of any extent of variation from
the norm, is known from statistical theory.

In general, flood records represent relatively short samples, statis-
tically speaking. For this reason, the record at any individual sta-
tion may depart considerably from a true representation of the over-
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all long-time flood-frequency relation.

A study was made to demonstrate the variability inherent in short
records by Benson (1952). Ba<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>